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1.0 INTRODUCTION 

The Tetra Tech, Inc. (Tetra Tech) Superfund Technical Assessment and Response Team (START) has 

been tasked by the U.S. Environmental Protection Agency (EPA) to assist with baseline monitoring at 

off-site locations around the West Lake Landfill site (WLLS) in Bridgeton, Missouri (the Site). The 

monitoring effort began in May 2014 and is ongoing. This interim report summarizes hydrogen sulfide 

(H2S), sulfur dioxide (S02), and carbon monoxide (CO) measurements taken from June 1, 2014, to 

January 31,2015, via RAE Systems, Inc., AreaRAE instruments. 

START's tasks have included: ( 1) assembling and maintaining a network of off-site air monitoring 

stations with instrumentation and sampling devices to measure parameters of concern, (2) assisting EPA 

with data acquisition and management, (3) documenting the off-site air monitoring efforts, and 

( 4) validating/verifying initial screening of the data. The objectives of this report are to present an interim 

summary of the AreaRAE CO, S02, and H2S data acquired, including findings related to data validation, 

verification, and usability. 
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2.0 PROBLEM DEFINITION, BACKGROUND, AND SITE DESCRIPTION 

EPA is conducting ongoing air monitoring and sampling at locations off site of WLLS during a pre

construction, baseline period prior to initiation of construction of a planned isolation barrier at WLLS. 

Air monitoring during the baseline period will provide data for use to ( 1) evaluate pre-construction 

concentrations of chemical and radiological parameters of potential concern in outdoor air, and 

(2) optimize the sampling and monitoring plan for the off-site air monitoring to occur during construction 

of the isolation barrier. During barrier construction, air monitoring will occur to address concerns that 

construction operations at WLLS could impact human health and the environment via release to ambient 

air of solid waste landfill gases of concern or of particulates with radiologically-impacted materials 

(RIM). 

West Lake Landfill is an approximately 200-acre property including several closed solid waste landfill 

units that accepted wastes for landfilling from the 1940s or 1950s through 2004, plus a solid waste 

transfer station, a concrete plant, and an asphalt batch plant. WLLS is at 13570St. Charles Rock Road in 

Bridgeton, St. Louis County, Missouri, approximately 1 mile north of the intersection oflnterstate 70 and 

Interstate 270 (see Appendix A, Figure 1). WLLS was used for limestone quarrying and crushing 

operations from 1939 through 1988. Beginning in the late 1940s orearly 1950s, portions ofthe quarried 

areas and adjacent areas were used for landfilling municipal refuse, industrial solid wastes, and 

construction/demolition debris. In 1973, approximately 8,700 tons ofleached barium sulfate residues 

(a remnant from the Manhattan Engineer District/ Atomic Energy Commission project) was reportedly 

mixed with approximately 39,000 tons of soil from the 9200 Latty Avenue site in Hazelwood, Missouri, 

transported to the WLLS, and used as daily or intermediate cover material. 

In December 2004, the Bridgeton Sanitary Landfill-the last landfill unit to receive solid waste-stopped 

receiving waste pursuant to an agreement with the City of St. Louis to reduce potential for birds to 

interfere with Lambert Field International Airport operations. In December 2010, Bridgeton Landfill 

detected changes-elevated temperatures and elevated carbon monoxide levels--in its landfill gas 

extraction system operating at the South Quarry of the Bridgeton Sanitary Landfill portion of the Site 

(a landfill portion not associated with known RIM). Further investigation indicated that the South Quarry 

Pit landfill was undergoing an exothermic subsurface smoldering event (SSE). In 2013, potentially 

responsible parties committed to constructing an isolation barrier that would separate the Bridgeton 

Landfill undergoing the SSE from the RIM-containing portions ofWLLS (EPA 2014). 
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3.0 SAMPLING STRATEGY AND METHODOLOGY 

EPA and START began setup of the five off-site monitoring stations in April20 14; these activities 

included installations of electrical service, instrument weather housings, monitoring and sampling 

devices, and a wireless remote monitoring network. On June 1, 2014, setup of the AreaRAE detectors 

had been completed and acquisition of data for the pre-construction baseline period started at the 

following monitoring stations according the approved quality assurance project plan (QAPP) (Tetra 

Tech 2014) (see Appendix A, Figure 1): 

Station 1- Robertson Fire Protection District Station 2, 3820 Taussig Rd, Bridgeton, Missouri 

Station 2- Pattonville Fire Department District, 13900 StCharles Rock Rd., Bridgeton, Missouri 

Station 3 -Pattonville Fire Department District Station 2, 3365 McKelvey Rd., Bridgeton, 
Missouri 

Station 4- Spanish Village Park, 12827 Spanish Village Dr., Bridgeton, Missouri 

Station 5- St. Charles Fire Department Station #2, 1550 S. Main St., St. Charles, Missouri. 

The Station 1 through 4 locations were selected primarily for their positions proximate to and around 

WLLS (these stations are approximately 0.3 to 1 mile from WLLS, in various directions from WLLS). 

Station 5 was designated as a reference (or background) station, and its location was selected according to 

the criterion that it be frequently upwind of WLLS and farther away from WLLS than the other stations, 

but still within the general vicinity so as to be representative of the North St. Louis County and eastern St. 

Charles County area (see wind rose in Appendix A, Figure 1). 

The parameters of potential concern identified in the QAPP (Tetra Tech 2014) included various 

radiological parameters related to the West Lake RIM, volatile organic compounds (VOC),CO, S02, and 

H2S (interim radiological and VOC results have been summarized in Tetra Tech 2015a, b). The CO, S02, 

and H2S measurements summarized herein were obtained by use of RAE Systems, Inc., AreaRAE 

detectors. The AreaRAE is a portable multi-gas monitor generally used by workers in potentially 

hazardous environments to provide real-time measurements from various internal sensors that monitor for 

toxic gasses (such as CO, S02, and H2S), combustible gases, oxygen levels, and gamma radiation. 

At each of the five monitoring stations, EPA has installed AreaRAE detectors equipped with CO, S02, 

and H2S electrochemical sensors. Measurements from these sensors are transmitted wirelessly to a field 

command post computer and then logged by EPA Environmental Response Team's Viper data 

management software. At each of the five air monitoring stations, a measurement from each sensor is 
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recorded approximately every second following a non-zero measurement by the sensor(when a sensor 

reports a 0 parts per million [ppm] measurement, the following reading is recorded 3 minutes later). 
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4.0 INTERIM SUMMARY OF AREARAE DATA 

The following sections present interim data summariesofthe CO, S02, and H2S AreaRAE data acquired 

during the ongoing baseline monitoring period. A manufacture's datasheet for the AreaRAE is in 

Appendix B. 

4.1 DATA VALIDATION, VERIFICATION, AND USABILITY 

The following sections discuss limitations on data usability with respect to the detection capability of the 

AreaRAE detectors and field-documented loss of calibration occurrences and other equipment issues. 

4.1.1 Limitations Related to Minimum Increments of Measurement 

The minimum increment of measurement for the AreaRAE CO, as, and S02 sensors is 0.1 ppm (or 

100 parts per billion). That is, the lowest non-zero reading provided by these sensors is 0.1 ppm, with the 

next lowest non-zero reading being 0.2 ppm, and so forth. This minimum increment of measurement is 

generally adequate for detecting releases that could cause acute exposures of concern; however, this 

minimum increment of measurement may render the data unusable for comparison to chronic health

based standards that are close to or less than 0.1 ppm. 

4.1.2 Limitations Related to Two-Point Calibration Process 

The AreaRAE detectors used at the five air monitoring stations are calibrated weekly in the field via a 

two-point calibration process using ambient air and standard reference gases. A "fresh air" calibration is 

used to set the zero points for the sensors and is conducted using outdoor ambient air. Following the 

fresh air calibration, a standard reference gas (or span gas) of a known concentration is sampled by the 

AreaRAE detector and used to set the second point of reference. Table 1 lists the reference gas 

concentrations used to set the second (or span) reference point. 

TABLE 1 

CALIBRATION REFERENCE GAS CONCENTRATIONS 

AreaRAE Sensor Calibration reference gas concentration 
(parts per million) 

Carbon monoxide (CO) 50 

Hydrogen sulfide (H2S) 10 

Sulfur dioxide (S02) 10 

X9025.14.0058.000 5 

WLLFOIA4312- 001 - 0045717 



Measurements significantly larger or smaller than the calibration reference gas concentration are expected 

to be less accurate than measurements near the calibration reference gas concentration. Measurements 

near the minimum increment of measurement (0.1 ppm), including "0 ppm" readings, likely indicate 

concentrations similar to ambient air sampled during the fresh air calibration. 

4.1.3 Limitation Related to Sensor Cross-Sensitivities 

RAE Systems, Inc. reports that every AreaRAE electrochemical sensor has cross-sensitivity to other 

compounds (RAE Systems 2014). This cross-sensitivity, inherent to electrochemical sensors, results 

when gases other than the target gas chemically react with the sensor electrode. Table 2 lists some of the 

cross-sensitivities reported by RAE Systems, Inc. (see RAE Systems 2014). 

TABLE 2 

KNOWN CROSS-SENSITIVITIES FOR CO, HzS, AND SOz AREARAE SENSORS 

AreaRAE Sensor Known Cross-Sensitive Chemicals 

Carbon monoxide (CO) 
acetylene, butane, chlorine, ethylene, ethylene oxide, hydrogen, isobutylene, pure 
nitrogen, and trichloroethylene 

Hydrogen sulfide (H2S) carbon monoxide (CO), ethyl sulfide, ethylene, methyl mercaptan, methyl sulfide, 
nitric oxide, phosphine, sulfur dioxide (S02), turpentine 

Sulfur dioxide (S02) carbon monoxide (CO), nitric oxide, hydrogen sulfide (H2S), hydrogen, hydrogen 
cyanide, acetylene, and ethylene 

Notably, the H2S and S02 sensors are reportedly cross-sensitive to CO. 

4.1.4 Threshold Concentrations for Identifying Measurements of Interest 

To address data usability issues regarding the aforementioned limitations oftheAreaRAE detectors, 

threshold concentrations were established for identifying AreaRAE measurements of interest. A 

threshold for each of the sensors was established at20 percent of the respective reference gas 

concentrations. These thresholds are listed in Table 3. 
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TABLE 3 

THRESHOLD CONCENTRATIONS FOR BASELINE PERIOD EVALUATION 

Calibration reference gas 
Threshold concentration for 

AreaRAE Sensor concentration identifying AreaRAE 

(parts per million) measurements ofinterest 
(parts per million) 

Carbon monoxide (CO) 50 10 

Hydrogen sulfide (H2S) 10 2 

Sulfur dioxide (S02) 10 2 

4.1.5 Field Verification of Measurements 

AreaRAE measurements equal to or exceeding threshold concentrations listed in Table 3 were evaluated 

by the START field team to assess for measurements potentially related to calibration or instrument 

issues. The review was conducted by cross-referencing dates and times of measurements of interest with 

any field documentation of calibration, maintenance, or other activities occurring near the stations during 

those times. This review identified several occurrences of measurements related (1) an AreaRAE detector 

affected by sensor driftl following calibration, (2) AreaRAE detectors mistakenly recorded by the Viper 

system during calibrations (resulting in recordings of readings of calibration reference gas), or 

(3) malfunctioning detectors. These measurements were flagged as invalid measurements in the database 

storing the AreaRAE measurements. These measurements are not evaluated in Section 5; however, they 

are shown on a plot in Appendix E along with annotations describing the circumstances affecting the 

measurements. 

4.2 AREARAE RESULTS 

Exhibit 1 shows a time series plot of AreaRAE CO, H2S, and S02 data acquired at the five stations from 

June 1, 2014, to January 31,2015. Weekly plots, allowing expanded scales for closer examination of the 

measurements, are in Appendices C and D. 

1 Sensor drift is a condition where variations of sensor response is experienced with time and can be caused for 
various reasons including fouling or aging of the sensor. 
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5.0 ANALYSIS OF RESULTS 

The plots of the AreaRAE CO, H2S, and S02 measurements in Exhibit 1 and Appendices C and D 

illustrate the following characteristics of the data: 

• Most measurements exceeding threshold values listed in Table 3 were CO sensor readings 
(10 ppm is the threshold value for CO). The CO sensor readings appeared in discrete events 
lasting only several minutes (this can be observed in the weekly plots in Appendix C). These 
events appeared to occur somewhat regularly at each of the air monitoring stations (including the 
reference station-Station 5) during the summer and fall months. The short durations of these 
events suggest presence of one or more CO sources near the detectors, possibly engine exhaust 
from nearby vehicles, emergency generators (Stations 2 and 5 are located near fire station 
emergency backup generators that are tested weekly), or lawn maintenance equipment. 

• S02 sensor readings above the threshold value of 2 ppm occurred less frequently than CO sensor 
readings above 10 ppm, but often coincided with CO events and also occurred over short 
durations lasting minutes or less. As noted previously, the AreaRAE S02 sensor is reported to be 
cross-sensitive to CO. 

• H2S sensor readings above the threshold value of 2 ppm occurred only at Station 5-the reference 
station; the readings occurred mid-day over 5 consecutive days between July 10 and 14, 2014. 
Station 5 H2S readings from these days were further examined by plotting them with hourly 
temperature and wind direction measurements from the Lambert-St. Louis International Airport 
meteorological station which is approximately 2 miles east ofWLLS (NOAA 2015). This plot, 
presented in Appendix D, shows the Station 5 H2S measurements responding to changes in 
temperature (H2S measurements generally increased with increasing temperature and decreased 
with decreasing temperature), but not to changes in wind direction. 

• The H2S measurements maintained a pattern of increasing mid-day with temperature even though 
wind direction changed over the 5 consecutive days (on July 10, winds were out of the east, 
changing to southerly winds on July 11, then varying from the southwest to northwest on 
July 13 and 14). Because emissions from a stationary source would have been carried in the 
direction of the wind reaching Station 5 when the source was upwind, the Station 5 H2S readings, 
which did not vary with wind direction, do not appear attributable to a stationary source. Overall, 
the Station 5 July 10- 14, 2014 H2S measurements do not appear to be representative of actual 
ambient H2S concentrations and are likely related to an unknown problem with the detector (such 
as a post-calibration sensor drift condition). 

Overall, plots of the AreaRAE data illustrate CO sensor readings equal to or above 10 ppm occurred 

during several short-term events at each of the five air monitoring stations; again, these exceedances 

lasted only several minutes and are suspected to be attributable to engine exhaust emitted near the 

monitoring stations. S02 sensor readings equal to or above 2 ppm occurred at Stations 2, 3, 4, and 5, 

were short in duration (several minutes), and often coincided with elevated CO sensor readings. H2S 

sensor readings above 2 ppm occurred at Station 5 only, but because these readings do not appear 

characteristic of an actual source, the measurements and are likely related to an unknown problem with 

the detector. Other than the aforementioned Station 5 July 10-14,2014 H2S measurements and those 
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measurements qualified as not usable due to equipment issues (those measurements appearing in 

Appendix E, Exhibit E-1), the AreaRAE CO, H2S, and S02 sensor readings collected during the baseline 

monitoring period appear to be typical for a multi-month, continuous monitoring campaign of an outdoor 

urban environment and would be useful for comparison to future AreaRAE monitoring during 

construction of the planned isolation barrier at WLLS. 
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6.0 SUMMARY OF OBSERVATIONS 

Since June l, 2014, ongoing baseline off-site air monitoring for CO, H2S, and S02 has been occurring 

according to the approved QAPP (Tetra Tech 2014) at five air monitoring stations off of the WLLS. 

Tetra Tech has summarized, assessed for usability, and evaluated the CO, H2S, and S02 data acquired 

between June l, 2014, and January 31,2015. In examining inherent limitations ofthe AreaRAE 

detectors-a portable multi-gas monitor designed for use by workers in unknown, potentially hazardous 

emergency environments-Tetra Tech noted that the data are likely usable for detection of releases that 

could cause acute exposures of concern, but likely unusable for comparison to chronic health-based 

standards close to or less than the instrument's minimum increment of detection ofO.l ppm (monitoring 

equipment with lower limits of detection could be employed if such a comparison is desired). The 

acquired pre-construction, baseline CO, H2S, and S02 data were plotted to present a summary of the 

measurements. Overall, the CO, H2S, and S02 sensor readings generally appeared to be typical for a 

multi-month, continuous monitoring campaign of an outdoor urban environment and the measurements, 

as qualified, may be useful for comparison to future AreaRAE measurements collected during 

construction of the planned isolation barrier at WLLS. 
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Monitor includes: 

• Computer 

ProRAE Remote Basic Host Software Package includes: 
• ProRAE Remote Software for Windows 2000 

andXP 
• RAEUnk 

Area RAE Numbers: 
RF modem: PGiM-504!0 
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APPENDIXD 

PLOT OF JULY 10-14,2014 STATION 5 HYDROGEN SULFIDE MEASUREMENTS WITH 
TEMPERATURE AND WIND DIRECTION 
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EXHIBIT D-1 

PLOT OF JULY 10-14,2014 STATION 5 HYDROGEN SULFIDE MEASUREMENTS 
WITH TEMPERATURE AND WIND DIRECTION 

Sensor 

• Hydrogen sulfide (H2S) 

Temperature 

Wind direction (from)1 

Note: 
1 A wind direction of 
360 degrees indicates 
due north. Calm winds 
are indicated by a wind 
direction of 0 degrees. 
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APPENDIXE 

ANNOTATED PLOT OF AREARAE MEASUREMENTS AFFECTED BY LOSS OF 
CALIBRATION, POLLING DURING CALIBRATION, OR OTHER INSTRUMENT ISSUES 
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EXHIBIT E-1 

ANNOTATED PLOT OF AREARAE MEASUREMENTS AFFECTED BY LOSS OF CALIBRATION, POLLING DURING CALIBRATION, OR OTHER INSTRUMENT ISSUES 

Post-calibration 
sensor drift1 

'7 
I 

Measurements 
coincide with detector 
maintenance (sensor 
cleaning) 

Post-calibration 
sensor drift1 

I 

I 

Measurements 
recorded during 
calibration with 
reference gas 

Date (20 14/20 15) 

Post-calibration 
sensor drift1 

1 Detector was found to give a response outside of acceptable control limits based on a response check or re-calibration using a reference gas standard 

• 

I 

I 

, 

Measurements 
coincide with detector 
maintenance (pump 
replacement) 

Post-calibration 
sensor drift1 

Sensor 

• H2S 
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